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Six Element SMD Photodiode Array 
Type OPR2100 
aaa 


130(3.3) 
S1071(1.8) .213(5.4) 354(9.0) 


.362 x .236 GROUND PLANE* 
(9.2 x 6.0) 


.237(6.0) DIA .0315(0.80) 


ON SUBSTRATE 
-p -050(1.27) 


-r 


.409(10.4 
(10.4) p .025(.64) 
zi 
DIA .040(1.01) ON FRAME La 
-_ .409(10.4) ool) .315(8.0) PIN #0 
nem 2 .449(11.4) 
ra) z a 
f ALIGNMENT HOLE DIAMETER TOLERANCE = + .001(+ .025) 


ALIGNMENT HOLE POSITION TOLERANCE = + .002(+ .05) 


“SOLDER MASK COVERS GROUND PLANE OTHER TOLERANCES = + .005(+ .13 


Features Absolute Maximum Ratings (Ta = 25° C unless otherwise noted) 

e Surface Mountable Storage and Operating Temperature ..............0---e ee eee -55° C to +125° C 
e Closely Matched Responsivity Reverse Breakdown Voltage .... 6... . 0c eee eee eee ee eet nes 50 V Min. 
e High Temperature Operation Solder Temperature (Vapor Phase Reflow for 30 sec.).........--2---00- 235 C 
Description SPECTRAL RESPONSIVITY 
Enclosed in a compact polyimide chip PIN OUT: 100 

carrier, this six element photodiode has PIN #0. GROUND PLANE X 

been specifically designed to meet the 1. CATHODE A l 80 

needs of motor encoder applications. 2 CATHODE B ui 

Six individual chips are mounted on 3. ANODE B 2 

isolated cathode contacts to allow O 60 

external connection in any desired 4. ANODE C A 

configuration. The custom opaque 5. CATHODE C = 

package material shields the 6. CATHODE D 40 

photodiodes from stray light and can 7. ANODE D > 

withstand multiple exposures to the most 8. CATHODEE x 

demanding soldering conditions. The 9. ANODE E R 20 

wrap around solder pads are gold plated 10. ANODE F a 

for exceptional storage and wetting 41. CATHODE F O 

a 12. ANODE A AS 6 7 8 9 1.011 


A — WAVELENGTH — jum 


Electrical Characteristics (Ta = 25° C unless otherwise noted) 


SYMBOL _ PARAMETERS MIN | 
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TEST CONDITIONS 
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